
SL MODEL 

SL STOP LOG SELECTION FORM 

Customer: 

Order Number: 

Tag No.: Date: 

STOP LOG DESIGN (Size= Channel Width x Slide Height) 
Units: mm inch 
Channel Width: 
Total Logs Height: (=Number of Logs x Log Height) 

Height of each log: 

Number of Logs: 

Embedded in Concrete (a) 
Wall Mounted (b) 
Face Mounted In Existing Channel (c) 

LIFTING MECHANISM 
Hand pull 
Prepared for external crane 

Lifting device (c) 

Qty.: 

Channel Height: 

STOP GATE MOUNTING 

(a) 

(c) 

      

Max. Unseating Water Head: 

Max. Seating Water Head: 

Frame Invert Mounting: 

Embedded in Concrete 
 
Face Mounted In Existing Channel 
Wall Mounted 

MATERIALS 

Frame&Slide: 

Seal: 
304L SS 

EPDM 

316L SS  Other: 

Other: 

(b) 

REMARKS 

Name: Signature: 

 

 

Operating Floor Elev. 

Invert Elev. 

Channel Width 
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ООО «ТИ-СИСТЕМС»  ИНЖИНИРИНГ И ПОСТАВКА ТЕХНОЛОГИЧЕСКОГО ОБОРУДОВАНИЯ 
Интернет: www.tisys.ru   www.tisys.kz   www.tisys.by  www.tesec.ru   www.ти-системс.рф 

Телефоны: +7 (495) 7774788, 7489626, (925) 5007155, 54, 65  Эл. почта:  info@tisys.ru  info@tisys.kz   info@tisys.by




